
www.fermator.com
Fermator reserves the right to make changes to the specification of the products within this catalogue without prior notice.

Spain: commercial.es@fermator.com • Italy: commercial.it@fermator.com • France: commercial.fr@fermator.com • Brazil: commercial.br@fermator.com
China: commercial.cn@fermator.com • India: commercial.in@fermator.com • Poland: commercial.pl@fermator.com

Sales contacts

Technical features

Noise level 46,2 dB
Total weight 88 kg (C2 CO 900 mm)

Safety closing system 

With spring 
With counterweight (Optional)
T1 - T2 - T3 Inside the jamb

C2 - C4 - C6 Outside the mechanism. Maximum width increases 80 mm

DHP
type

C2 C4 C6 T1 T2 T3

DHP*
(mm) Bracket DHP*

(mm) Bracket DHP*
(mm) Bracket DHP*

(mm) Bracket DHP*
(mm) Bracket DHP*

(mm) Bracket

1 0>31 X1 - A2 0>37,5 X1 - A2 0>32,5 D 0>31 X1 - A2 0>37,5 X1 - A2 0>32,5 D
2a - - 37,6>90 W 32,6>125 D - - 37,6>90 W 32,6>125 D
2b 32>93 W 91>140 D 126>175 V2 32>93 W 91>140 D 126>175 V2
3 94>124 V8 141>150 V2 176>195 V7 94>124 V8 141>150 V2 176>195 V7

Bracket
types

A D V2 V7 V8 X W

Asymmetric

Pre-adjusted and tested to simplify the installation

GENERAL FEATURES

INSTALLATION

COUPLING: SKATES AND CAR DOOR LOCK

DOOR HOISTWAY PROJECTION (DHP) - FIXING BRACKETS

T2 mechanism

Automatic horizontal sliding car door 
Premium PM 

48

= =
47,5 35,5

*See DHP dimension in sill detail (techincal drawings pages) *DOC-FECMCBPP3R00EN-10.2013*
DOC-FECMCBPP3R00EN-10.2013
Printed release: 11-10-2013 / 1500 units.

PREMIUM
Automatic horizontal sliding landing door

Designed for medium - high traffic installations
EN - 81.20 compliance



www.fermator.com
Fermator reserves the right to make changes to the specification of the products within this catalogue without prior notice.

Spain: commercial.es@fermator.com • Italy: commercial.it@fermator.com • France: commercial.fr@fermator.com • Brazil: commercial.br@fermator.com
China: commercial.cn@fermator.com • India: commercial.in@fermator.com • Poland: commercial.pl@fermator.com

Sales contacts

Technical features

Noise level 46,2 dB
Total weight 88 kg (C2 CO 900 mm)

Safety closing system 

With spring 
With counterweight (Optional)
T1 - T2 - T3 Inside the jamb

C2 - C4 - C6 Outside the mechanism. Maximum width increases 80 mm

DHP
type

C2 C4 C6 T1 T2 T3

DHP*
(mm) Bracket DHP*

(mm) Bracket DHP*
(mm) Bracket DHP*

(mm) Bracket DHP*
(mm) Bracket DHP*

(mm) Bracket

1 0>31 X1 - A2 0>37,5 X1 - A2 0>32,5 D 0>31 X1 - A2 0>37,5 X1 - A2 0>32,5 D
2a - - 37,6>90 W 32,6>125 D - - 37,6>90 W 32,6>125 D
2b 32>93 W 91>140 D 126>175 V2 32>93 W 91>140 D 126>175 V2
3 94>124 V8 141>150 V2 176>195 V7 94>124 V8 141>150 V2 176>195 V7

Bracket
types

A D V2 V7 V8 X W

Asymmetric

Pre-adjusted and tested to simplify the installation

GENERAL FEATURES

INSTALLATION

COUPLING: SKATES AND CAR DOOR LOCK

DOOR HOISTWAY PROJECTION (DHP) - FIXING BRACKETS

T2 mechanism

Automatic horizontal sliding car door 
Premium PM 

48

= =
47,5 35,5

*See DHP dimension in sill detail (techincal drawings pages) *DOC-FECMCBPP3R00EN-10.2013*
DOC-FECMCBPP3R00EN-10.2013
Printed release: 11-10-2013 / 1500 units.

PREMIUM
Automatic horizontal sliding landing door

Designed for medium - high traffic installations
EN - 81.20 compliance



www.fermator.com
Fermator reserves the right to make changes to the specification of the products within this catalogue without prior notice.

Spain: commercial.es@fermator.com • Italy: commercial.it@fermator.com • France: commercial.fr@fermator.com • Brazil: commercial.br@fermator.com
China: commercial.cn@fermator.com • India: commercial.in@fermator.com • Poland: commercial.pl@fermator.com

Sales contacts

Technical features

Noise level 46,2 dB
Total weight 88 kg (C2 CO 900 mm)

Safety closing system 

With spring 
With counterweight (Optional)
T1 - T2 - T3 Inside the jamb

C2 - C4 - C6 Outside the mechanism. Maximum width increases 80 mm

DHP
type

C2 C4 C6 T1 T2 T3

DHP*
(mm) Bracket DHP*

(mm) Bracket DHP*
(mm) Bracket DHP*

(mm) Bracket DHP*
(mm) Bracket DHP*

(mm) Bracket

1 0>31 X1 - A2 0>37,5 X1 - A2 0>32,5 D 0>31 X1 - A2 0>37,5 X1 - A2 0>32,5 D
2a - - 37,6>90 W 32,6>125 D - - 37,6>90 W 32,6>125 D
2b 32>93 W 91>140 D 126>175 V2 32>93 W 91>140 D 126>175 V2
3 94>124 V8 141>150 V2 176>195 V7 94>124 V8 141>150 V2 176>195 V7

Bracket
types

A D V2 V7 V8 X W

Asymmetric

Pre-adjusted and tested to simplify the installation

GENERAL FEATURES

INSTALLATION

COUPLING: SKATES AND CAR DOOR LOCK

DOOR HOISTWAY PROJECTION (DHP) - FIXING BRACKETS

T2 mechanism

Automatic horizontal sliding car door 
Premium PM 

48

= =
47,5 35,5

*See DHP dimension in sill detail (techincal drawings pages) *DOC-FECMCBPP3R00EN-10.2013*
DOC-FECMCBPP3R00EN-10.2013
Printed release: 11-10-2013 / 1500 units.

PREMIUM
Automatic horizontal sliding landing door

Designed for medium - high traffic installations
EN - 81.20 compliance




